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PIE HYDRAULIC IMPACT HAMMER

PIE HIH 10-4 80,000 ft-lbs rated energy  |  30-65 blows per minute

PIE HIH 10-4 + PIE 475 HP HYDRAULIC POWER UNIT

HIH 10-4 SPECIFICATIONS HAMMER

Ram Weight 20,000 lbs  /  9,072 kg

Rated Energy 80,000 ft-lbs  /  108 kNm

Stroke at Rated Energy 48 in  /  122 cm

Blows per Minute 30-65

Weight without Insert 27,000 lbs  /  12,247 kg

Standard Lead Size 8 in x 26 in  /  203 x 660 mm

Required Power Unit PIE 475 HP  /  354 kW

MATCHED POWER UNIT PIE 475 HP

Engine Caterpillar C13 Tier IV

Rated Power 475 HP  /  354 kW

Drive Flow 136.8 gpm  /  518 Lpm

Drive Pressure 4,500 psi  /  310 bar

Operating Speed 1,800 rpm

Unit Weight 17,157 lbs  /  7,782 kg

Dimensions L x W x H 129.1 x 69.0 x 75.1 in

Hydraulic Reservoir 400 gal  /  1,514 L

Fuel Capacity 150 gal  /  568 L

Preliminary specifications for planning and equipment selection. Final configuration may vary by application.
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